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Introductions



Comanche BAP and Site Investigations
• Multiple historic investigations – shallow perched water in colluvium
• Anticipated Part B liner equivalency demonstration
• Part A extension request – opted not to pursue, believed could meet April

• August 2020 – Phase 1 
• Anticipate confirmation of site conceptual model
• 8 wells into weathered bedrock
• 6 wells have water for sampling
• First indication of continuous water at site
• Part B demonstration no longer option

• December – Phase 2
• 2 wells eastern property line
• 3 wells south of pond area





January 2021 GW contours, weathered bedrock wells only

Bottom Ash Pond – 3 acres
In service ~ 40 years







Sampling Update
• W‐2A = background well (8 samples, BTV’s)
• Additional wells installed Dec. 2020 
• First detection monitoring sample Jan. 2021
• Detection monitoring results

• W‐2A shale poor quality – chloride, sulfate, TDS, boron (BTV 4 mg/l)
• SSI for boron in W‐1 and W‐6
• All other wells boron < up‐gradient concentrations
• No apparent migration vertically or laterally
• pH – ‘SSI’s’ = field values, not unique to BAP

• Process water ponds 
• discharge permit pH limit 6.5 – 9 SU

• Assessment monitoring to begin ~ next month





W‐2A – background well
Boron BTV = 4 mg/l

W‐5 – perched water
Boron = 3.8 mg/l

W‐5B – WBR
Boron = 1.0 mg/l

Perched water wells

W‐1 WBR
Boron = 4.1 mg/l

W‐4 – perched water
Boron = 2.4 mg/l

January 2021 GW contours, weathered bedrock wells only
First Detection Monitoring Results

W‐6 perched water
Boron = 7.5 mg/l

W‐9 – WBR
Boron = 1.9 mg/l

W‐7 – WBR
Boron = 2.2 mg/l

W‐11 – WBR
Boron = 1.1 mg/l

W‐12 – WBR
Boron = 1.3 mg/l

W‐3 – perched water
Boron = 0.57 

Bottom Ash Pond – 3 acres
In service ~ 40 years



Bottom Ash Treatment System Update



Bottom Ash Treatment Planned Approach
• “Pre‐Packaged”

• Bunkers (4), two Flocculating Clarifiers 3,000 gpm peak flow, chemical feed 
system, PLC

• June 2021, if site prep complete (could be as late as August)
• 24‐month operation (~ $4.2M)
• System operation or new CCR pond through 2025

• Temp System – necessary to meet April 11th
• Currently unlikely to meet this date, complexity of system tie‐in
• “Total Clean” system – hydro‐cyclone shakers, tilted plate baffles, dry cake
• Chemical feed, 16 clarifiers, 8 clear wells, 2 bag filter trailers, thickeners, 
bunker zone 4

• No PLC, labor intensive, manual system balancing
• 90 days minimum temporary operation (~ $5.1M)



Bottom Ash Treatment Planned Approach

• Site prep/other
• Ceased non‐CCR flows to pond as of January 31st

• Discharge permit issued March 1st, April 1st effective date
• Rail crossing trenchless borings complete, grading and other site 
prep in progress

• U1 & U2 overlapping outage for system tie‐in
• Complex system interconnections and plant tie‐in*

*  Critical path to meet April 11th



Pre‐packaged System
~ 2 acres
24 months
~ $4.2 million

Temporary System
~ 5 acres
90 days operation
~ $5.1 million



Temporary System Installation Schedule
Site prep critical path



Summary

• Detection Monitoring results, no apparent migration, bounded
• Ceased non‐CCR flows January 31st

• Discharge permit issued March 1st, April 1st effective date
• Pre‐packaged system – on‐line date ~ August +
• Temp system – unlikely to meet April 11th
• Site prep and complex tie‐ins
• Operate until pre‐packaged system on‐line

• U1 & U2 overlapping outage for tie‐in



Discussion

• Path forward
• Framework/process to establish extended cease receipt date
• Treatment of unsuccessful Part A applications?
• If extension approved for Comanche, is temporary system 
necessary?


